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[application] Media foundation topolo gy 

US Pa!. : 0608863 - ^ tit 07. 2003 • Mic-osoit Co:pofa;!or: 

Topology loader 250 is a control layer component responsible for describing the 

data flow between the core layer components. A control layer components can ... 

[application] Media foundation topology application programming interface 

Media session 240 guides when events in a topology occur, and the topology 
loader 250 ensures that events prescribed in a topology occur. Components in a 



Resolving partial media 



0 ; P P-'-'i 0:09603 ■ Piifid 0'] j > . N ; 

The topology loader 232 implements 1 5 logic instructions to determine which 

transforms 218 are necessary or desirable to provide the data from the media ... 



0:0 P'3i 7:077900 ■ Filed P'k B, 0004 ■ BOcit-O" Corporation 

The topology loader 232 implements logic instructions to determine which 

transforms 218 are necessary or desirable to provide the data from the media ... 

[application] Media foundation media processor 

Thus, media engine 260 uses the other Media Foundation components to accomplish 
this ... The topology loader will indicate the properties of the output, ... 

[application] Media timeline sorting 

oO pj,-. ! : 1 0295 m 00, #05 Men** Ootporatior 

[0062] The media processor 21 2 manages data flow in a topology 230. The topology 

230 defines how data flows through various components for a given ... 
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>dia tirneiine processing infrastructure 

The topology 230 defines how data flows through various components for a given 
... Therefore, a component called the topology loader 232 may take ... 



[application] Dynamic redirection of streaming media between computing devices 

[0041] The media processor 21 2 manages data flow in a topology 230. The topology 
230 defines how data flows through various components for a given ... 

[application] DV metadata extraction 

US Pa! :;:6760i79-O;:^Oc::,00G2 

For example, the topology loader 224 checks the multimedia data type of an 
incoming media file and determines which processing components (ie, 230, 232, 



[application] Media foundation media sink 

PiSP* ;06 ; BB^70!3cJu:;27 2000 7\0croi:O0Co;'^^cr: 
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Note that these components can either be the same as or different from operating 
... loader 250 generates a topology to transform the data from one media ... 

& Stay up to date on these results using the patents RSS feed on topology ioadsr and media data and components. 
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